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PACKAGE CONTENTS 

• 6 ft. USB to Serial Cable 

• Installation Driver Floppy Disk 

• This Owner’s Manual 
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Thank you for purchasing the RadioShack 
6 ft. USB to Serial Cable. This unique cable 
and its installation software allow you to 
connect Universal Serial Bus (USB) and 
serial devices. It allows you to utilize a 
peripheral with a serial port in an easy-to- 
use environment such as plug-n-play and 
hot swap functions. This cable fully supports 
RS232I serial interfaces, which lets you 
connect devices such as modems, PDAs, 
digital cameras, label printers or ISDN 
terminal adapters that have an RS232 serial 
port. 

The USB to Serial Cable is fully compliant 
with the USB specification 1 .1 (0). 

This cable features single chip (ASIC) USB 
to serial communication, and its data 
transfer rate is over 1 Mbps. 

The cable supports Windows 98, Windows 
98SE, Windows ME, Windows 2000, and 
Windows XP. It also supports remote wake- 
up and power management. 

System Requirements 

• IBM PC or compatible with one 
standard USB port (4-pin) that has the 
* *C - symbol 

• Intel-compatible 486DX-66 MHz CPU or 
higher 

• Windows 98, Windows 98 SE, Windows 
ME, Windows 2000, or Windows XP 

Installation 

1 . To install the USB to Serial cable for the 
first time, turn on the computer. 

2. Make sure that the computer’s USB 
port is enabled and working properly. 

3. Plug the cable’s USB plug into the 
computer’s USB port. 


Depending on which operating system you 
have, Windows will detect a USB device and 
the corresponding Wizard will be initiated. 

After installing the software. Device 
Manager generates an additional COM 
Port, RadioShack USB to Serial 
Cable (COM3) , for connecting any RS232 
serial device. 

Windows 98. 

When Windows 98 detects the USB device, 
the Add New Hardware Wizard d\a\og box 
appears to assist you in setting up the new 
USB composite device. 

1 . Insert the supplied USB to Serial Cable 
driver diskette into the floppy disk drive. 

2. Add New Hardware Wizard searches 
for the best software for the device, 
click Next. 

3. Select Search for the best driver for 
your device (Recommended), and 
click Next. 

4. Select Floppy disk drives and click 
Next. Windows detects the driver 
(A:\SERWPL.INF) and shows 

RadioShack USB to Serial 
Cable. 

5. Click Next. 

6. Click Finish when Windows has 
finished installing the new hardware 
device. 

Windows ME 

When Windows ME detects the USB device, 
it runs the Add New Hardware Wizard dialog 
box to assist you in setting up the new USB 
composite device. 

1 . Insert the supplied USB to Serial Cable 
driver diskette into the floppy disk drive. 


! IMPORTANT ! 

If an icon appears at the end of a paragraph, go to the box on that page with the corresponding icon 
for pertinent information. 
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Limited Ninety-Day Warranty 

This product is warranted by RadioShack against 
manufacturing defects in materiai and workmanship 
under normai use for ninety (90) days from the date of 
purchase from RadioShack company-owned stores 
and authorized RadioShack franchisees and deaiers. 
EXCEPT AS PROViDED HEREiN, RadioShack 
MAKES NO EXPRESS WARRANTiES AND ANY iM- 
PLiED WARRANTiES, iNCLUDiNG THOSE OF 
MERCHANTABiLiTY AND FiTNESS FOR A PARTiC- 
ULAR PURPOSE, ARE LiMiTED iN DURATiON TO 
THE DURATiON OF THE WRiTTEN LiMiTED WAR- 
RANTiES CONTAiNED HEREiN. EXCEPT AS PRO- 
ViDED HEREiN, RadioShack SHALL HAVE NO 
LiABiLiTY OR RESPONSiBiLiTY TO CUSTOMER 
OR ANY OTHER PERSON OR ENTiTY WiTH RE- 
SPECT TO ANY LiABiLiTY, LOSS OR DAMAGE 
CAUSED DiRECTLY OR iNDiRECTLY BY USE OR 
PERFORMANCE OF THE PRODUCT OR ARiSiNG 
OUT OF ANY BREACH OF THiS WARRANTY, iN- 
CLUDiNG, BUT NOT LiMiTED TO, ANY DAMAGES 
RESULTiNG FROM iNCONVENiENCE, LOSS OF 
TiME, DATA, PROPERTY, REVENUE, OR PROFiT 
OR ANY iNDiRECT, SPECiAL, iNCiDENTAL, OR 
CONSEOUENTiAL DAMAGES, EVEN iF Ra- 
dioShack HAS BEEN ADViSED OF THE POSSiBiL- 
iTY OF SUCH DAMAGES. 

Some states do not aiiow iimitations on how iong an 
impiied warranty lasts or the exclusion or limitation of 
incidentai or consequentiai damages, so the above 
limitations or exclusions may not apply to you. 
in the event of a product defect during the warranty 
period, take the product and the RadioShack sales 
receipt as proof of purchase date to any RadioShack 
store. RadioShack wili, at its option, unless otherwise 
provided by law: (a) correct the defect by product re- 
pair without charge for parts and iabor; (b) replace the 
product with one of the same or similar design; or (c) 
refund the purchase price. Ali replaced parts and 
products, and products on which a refund is made, 
become the property of RadioShack. New or recondi- 
tioned parts and products may be used in the perfor- 
mance of warranty service. Repaired or replaced 
parts and products are warranted for the remainder of 
the original warranty period. You will be charged for 
repair or replacement of the product made after the 
expiration of the warranty period. 

This warranty does not cover: (a) damage or failure 
caused by or attributable to acts of God, abuse, acci- 
dent, misuse, improper or abnormal usage, failure to 
follow instructions, improper installation or mainte- 
nance, alteration, lightning or other incidence of ex- 
cess voltage or current; (b) any repairs other than 
those provided by a RadioShack Authorized Service 
Facility; (c) consumables such as fuses or batteries; 
(d) cosmetic damage; (e) transportation, shipping or 
insurance costs; or (f) costs of product removal, in- 
stallation, set-up service adjustment or reinstallation. 
This warranty gives you specific legal rights, and you 
may also have other rights which vary from state to 
state. 

RadioShack Customer Relations, 200 Taylor Street, 
6th Floor, Fort Worth, TX 76102 
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Add New Hardware Wizard searches 
for the best software for the device. 

2. Select Automatic search for a better 
driver (Recommended), and click 
Next. Windows will detect the driver 
(A:\SERWPL.INF) for this device, and 
Install the driver Windows found) 

3. Click Finish when Windows has 
finished installing the new hardware 
device 

Windows 2000 installation 

When Windows 2000 detects the USB 
device, it runs the Found New Hardware 
Wizard to assist you in setting up the new 
USB Device. 

1 . Insert the USB to Serial Cable driver 
diskette into the floppy drive. 

2. Click Search for a suitable driver for 
my device [recommended], then click 
Next. 

3. Select Floppy disk drives, and click 

Next. Windows found a driver 
for this device. To install 
the driver Windows found, 
click Next appears. 

4. Click Next. 

5. Click Finish when Windows has 
finished installing the new hardware 
device. 

Windows XP Installation 

When Windows XP detects the USB Device, 
it runs Found New Hardware Wizard to 
assist you in setting up the new USB device. 

1 . Insert the USB to Serial Cable driver 
diskette into the floppy drive. 

2. Click Install the software 
automatically [Recommended], and 

then click Next. 

3. Hardware Installation reports 
that the device has failed Windows 
Logo Testing. Click Continue Anyway. 

4. Click Finish when Windows has 
finished installing the new hardware 
device. 


Port value to RadioShack USB to 
Serial Cable (COM3). 

After finishing these processes, you can 
execute the dial-up function to connect to 
the Internet, and send a fax with fax 
software such as Microsoft Fax. 

Removing the Driver 

If the USB to serial cable is no longer 
needed, you may remove the driver. 

Windows 98 and Windows ME 

1 . Execute the uninstall program, 
DRemover.exe, on the driver 
diskette. 

2. Double-click Add/Remove Programs 
Properties under control Panel. 

3. Select RadioShack USB to Serial 
Cable, and click Add/Remove. 

4. Click OK to complete uninstalling and 
reboot Windows system. 

Windows 2000 and Windows XP 

1 . Execute the uninstall program, 
DRemover.exe, on the driver 
diskette. 

2. Double-click Add/Remove Programs 
Properties under Control Panel. 

3. Select RadioShack USB to Serial 
Cable, and click Change/Remove. 

4. Click OK to complete uninstalling and 
reboot Windows system. 


Setting Up a RS232 Serial Device 

1 . Turn off the modem or serial device. 

2. Plug the USB to serial cable's D-Sub 9 
connector into the modem or serial 
device. If you have already connected a 
serial cable, remove the cable and 
replace it with the USB to serial cable. 

3. Turn on the modem or serial device. 

4. Select Control Panel, then Modems 
Properties, then Modem, and then 
Properties. Under General, change the 
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